ORWAK
MULTT15070

THIS MULTI-CHAMBER BALER provides
sorting and compaction of different
types of materials in one machinel!
Top loading is simple and convenient
and you can order additional
chambers when needed.
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MORE PRODUCTIVE USE OF TIME LESS COSTS, MORE VALUE

Less time spent on waste handling, more More compaction = less waste volume to

time for your core activities! transport. Fewer transports required results

in lower transportation costs and reduced -
MORE SPACE & ORDER CO, emissions. Sorting at source yields a b Rt

Our balers rapidly minimizes the space the higher quality of waste material for recycling.
waste takes up,keeping aisles free and tidy.
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Why Orwak Multi?

= Sorting and compaction of several waste
types at source

+ Top-loading of the material in open chambers

#+ Totalfreedomto increase capacity by adding
additional chambers
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ORWAK MULTI 5070 IS OPTIMIZED FOR:

PAPER PLASTIC FOIL
M U |_—|_| 5070 + Paper sacks + Shrink film

+ Cardboard + Plastic bags

+ Shredded paper
As easy to maintain asto operate  omuermerais  orHerpLastics

+ Steel straps

+ Plastic straps

The 5070is a multi-chamber solution. It forms

aminirecycling point for sorting of different
types of material.

TAKES LITTLE SPACE

small space.

EFFECTIVE COMPACTION
The long piston stroke produces highly compacted bales!

The compact design and small footprint
provide efficient compactionina

EXTENDABLE SYSTEM
Add an additional chamber to extend your
sorting and compaction station!

BALE TROLLEY
The 5070 is always delivered with a bale trolley for
easy baling and internal transportation of the bale.

DIMENSIONS & SPECIFICATIONS

*Including strap holders

29" (35")* 56" 48"

7 WEIGHT (MACHINE) TOTAL:
11851bs
ONLY PRESS UNIT: 352 Ibs

28"x 20" c|D
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TECHNICAL SPECIFICATIONS

LOADINGAPERTURE CYCLETIME PRESSFORCE BALESIZE

Width: 28" 36secs 6,600 Ibs Width: 28"
Height: 20" Depth: 20"
Height: 28"

BALE WEIGHT NOISELEVEL PROTECTIONCLASS OPERATING POWER
Cardboard: <70db(A) IP55 Single phase 115V,
Upto 1101bs 60Hz, 10A

Plastic:

Upto 1801bs

We reserve the right to make changes to specifications without prior notice. Bale weights are dependent upon material type.

Orwak North America, Inc.
9200 Globe Center Drive, Suite 130, Morrisville, NC 27560, USA
Phone: +1-800-747-0449, Email: info@orwakbalers.com
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